
PUBLIC NOTICE
FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON  D.C.  20554

News media information 202-418-0500
Fax-On-Demand 202-418-2830; Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Wednesday  November 30, 2005SES-00770    Report No.

RE: SATELLITE RADIO APPLICATIONS ACCEPTED FOR FILING

SATELLITE COMMUNICATIONS SERVICES

The applications listed herein have been found, upon initial review, to be acceptable for filing.  The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies.  Final action will not be taken on any of these
applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b).  All applications accepted for filing
will be assigned call signs, or other unique station identifiers.  However, these assignments are for administrative
purposes only and do not in any way prejudice Commission action.

E050343SES-LIC-20051118-01608 E

Class of Station: Fixed Earth Stations

Application for Authority

SMOKY MOUNTAIN KNIFE WORKS, INC.

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

35 ° 56 ' 4.40 " N LAT.

SITE ID: 1

2320 WINNFIELD-DUNN PARKWAY, SEVIER, SEVIERVILL, TN

83 ° 35 ' 0.20 " W LONG.

LOCATION:

PRODELIN CORPORATIONA1 3.8 metersANTENNA ID: 1383

DIGITAL VIDEO AND AUDIO11700.0000 - 12200.0000 MHz 43K9G7W -

49.60 dBW DIGITAL VIDEO AND AUDIO14000.0000 - 14500.0000 MHz 43K9G7W -

74.20 dBW DIGITAL VIDEO AND AUDIO14000.0000 - 14500.0000 MHz 18M0G7W

DIGITAL VIDEO AND AUDIO11700.0000 - 12200.0000 MHz 18M0G7W

Points of Communication:

1 - ALSAT - (ALSAT)

Page 1 of 6



E050345SES-LIC-20051122-01631 E

Class of Station: Fixed Earth Stations

Application for Authority

Globalstar USA, LLC

Nature of Service: Mobile Satellite Service

61 ° 35 ' 24.90 " N LAT.

SITE ID: WSLA-3

1301 W. Winter Ct., Matanuska-Susitna, Wasilla, AK

149 ° 29 ' 9.60 " W LONG.

LOCATION:

AlcatelWSL RFT3 5.5 metersANTENNA ID: 9775

Unmodulated CW for testing6900.0000 - 7055.0000 MHz N0N

59.00 dBW Unmodulated CW for testing;
maximum EIRP density per carrier is
59.0 dBW in any bandwidth.

5096.0000 - 5250.0000 MHz N0N

White noise modulated carrier for
testing

6900.0000 - 7055.0000 MHz 1M23XXX

59.00 dBW White noise modulated carrier for
testing

5096.0000 - 5250.0000 MHz 1M23XXX

Direct-sequence CDMA for
single-carrier telemetry data

6900.0000 - 7055.0000 MHz 2M50G2D

55.00 dBW Direct-sequence CDMA for
single-carrier AMSS

5096.0000 - 5250.0000 MHz 1M23G2W

CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

6900.0000 - 7055.0000 MHz 1M23G7W

Direct-sequence CDMA for
single-carrier AMSS

6900.0000 - 7055.0000 MHz 1M23G2W

55.00 dBW CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

5096.0000 - 5250.0000 MHz 1M23G7W

Points of Communication:

WSLA-3 - GLOBALSTAR - (NGSO)

E050346SES-LIC-20051122-01632 E

Class of Station: Fixed Earth Stations

Application for Authority

Globalstar USA, LLC
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Nature of Service: Mobile Satellite Service

61 ° 35 ' 24.10 " N LAT.

SITE ID: WSLA-2

1301 W. Winter Ct., Matanuska-Susitna, Wasilla, AK

149 ° 29 ' 6.00 " W LONG.

LOCATION:

AlcatelWSL RFT2 5.5 metersANTENNA ID: 9775

Unmodulated CW for testing6900.0000 - 7055.0000 MHz N0N

59.00 dBW Unmodulated CW for testing;
maximum EIRP density per carrier is
59.0 dBW in any bandwidth.

5096.0000 - 5250.0000 MHz N0N

White noise modulated carrier for
testing

6900.0000 - 7055.0000 MHz 1M23XXX

59.00 dBW White noise modulated carrier for
testing

5096.0000 - 5250.0000 MHz 1M23XXX

Direct-sequence CDMA for
single-carrier telemetry data

6900.0000 - 7055.0000 MHz 2M50G2D

Direct-sequence CDMA for
single-carrier AMSS

6900.0000 - 7055.0000 MHz 1M23G2W

CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

6900.0000 - 7055.0000 MHz 1M23G7W

55.00 dBW CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

5096.0000 - 5250.0000 MHz 1M23G7W

55.00 dBW Direct-sequence CDMA for
single-carrier AMSS

5096.0000 - 5250.0000 MHz 1M23G2W

Points of Communication:

WSLA-2 - GLOBALSTAR - (NGSO)

E050347SES-LIC-20051122-01633 E

Class of Station: Fixed Earth Stations

Application for Authority

Globalstar USA, LLC

Nature of Service: Mobile Satellite Service
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61 ° 35 ' 24.60 " N LAT.

SITE ID: WSLA-1

1301 W. Winter Ct., Matanuska-Susitna, Wasilla, AK

149 ° 29 ' 2.40 " W LONG.

LOCATION:

AlcatelWSL RFT1 5.5 metersANTENNA ID: 9775

Unmodulated CW for testing6900.0000 - 7055.0000 MHz N0N

59.00 dBW Unmodulated CW for testing;
maximum EIRP density per carrier is
59.0 dBW in any bandwidth.

5096.0000 - 5250.0000 MHz N0N

White noise modulated carrier for
testing

6900.0000 - 7055.0000 MHz 1M23XXX

59.00 dBW White noise modulated carrier for
testing

5096.0000 - 5250.0000 MHz 1M23XXX

Direct-sequence CDMA for
single-carrier telemetry data

6900.0000 - 7055.0000 MHz 2M50G2D

CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

6900.0000 - 7055.0000 MHz 1M23G7W

55.00 dBW CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

5096.0000 - 5250.0000 MHz 1M23G7W

Direct-sequence CDMA for
single-carrier AMSS

6900.0000 - 7055.0000 MHz 1M23G2W

55.00 dBW Direct-sequence CDMA for
single-carrier AMSS

5096.0000 - 5250.0000 MHz 1M23G2W

Points of Communication:

WSLA-1 - GLOBALSTAR - (NGSO)

E050349SES-LIC-20051123-01635 E

Class of Station: Temporary Fixed Earth Station

Application for Authority

BBC News

Nature of Service: Domestic Fixed Satellite Service

SITE ID: 1

VARIOUSLOCATION:
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VISLINK1 1.2 metersANTENNA ID: M120

52.30 dBW QPSK FEC 3/414000.0000 - 14500.0000 MHz 8M00G7W

QPSK FEC 3/411700.0000 - 12200.0000 MHz 8M00G7W

Points of Communication:

1 - ALSAT - (ALSAT)

E050344SES-REG-20051121-01609 E

Class of Station: Fixed Earth Stations

Registration

GANNETT RIVER STATES PUBLISHING CORPORATION

Nature of Service: Domestic Fixed Satellite Service

30 ° 19 ' 22.00 " N LAT.

SITE ID: 1

1070 E. ADAMS ST. (WJXX), DDUVAL, JACKSONVILLE, FL

81 ° 38 ' 34.00 " W LONG.

LOCATION:

ANDREW CORPORATION4.5M. 4.5 metersANTENNA ID: EAS45-46

COMPRESSED DIGITAL VIDEO3700.0000 - 4200.0000 MHz 36M0G7F

STANDARD ANALOG VIDEO3700.0000 - 4200.0000 MHz 36M0F3F

Points of Communication:

1 - ALSAT - (ALSAT)

E050351SES-REG-20051123-01640 E

Class of Station: Fixed Earth Stations

Registration

Delmarva Broadcasting Service General Partnership

Nature of Service: Domestic Fixed Satellite Service

38 ° 21 ' 54.40 " N LAT.

SITE ID: 1

202 DWNTWN PLAZA (WMDT), WICOMICO, SALISBURY, MD

75 ° 36 ' 6.70 " W LONG.

LOCATION:

ANDREW CORP.1 4.5 metersANTENNA ID: ESA45-46A

STANDARD ANALOG VIDEO3700.0000 - 4200.0000 MHz 36M0F3F

COMPRESSED DIGITAL VIDEO3700.0000 - 4200.0000 MHz 36M0G7F

Points of Communication:

1 - ALSAT - (ALSAT)
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For more information concerning this Notice, contact the Satellite and Radiocommunication Division at 418-0719; TTY
202-418-2555.
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